F70G Joist Hanger Nailer

- Powerful cordless nailer for joist hanger nails and anchor nails
- Positive placement nose for metal connector plates
- Good balance and reduced weight
- Rubber comfort grip ensures a non-slip handling
- Belt hook
- Single shot actuation
- Works with Fasco fuel cells
- Powerful NiMh battery
- Lights indicate battery charge

NAIL TYPE
33° Joist Hanger Nails, Paper Tape and Plastic Strip
33° Anchor Nails, Paper Tape and Plastic Strip
**TOOL TYPE**

F70G Joist Hanger Nailer

**FASTENER DATA**

- **AxB)** Wire: 3.30 x 4.30 mm, 0.129 x 0.169 inch
- **L)** Length: 40 - 64 mm, 19/16 - 2 9/16 inch
- **Magazine Capacity**: 25 nails (one strip)
- **Nail Type**: 33° Joist Hanger Nails, Paper Tape and Plastic Strip
  - 33° Anchor Nails, Paper Tape and Plastic Strip

**APPLICATIONS**

- metal connectors
- roof joists
- rafters and joists
- trusses
- caskets

**TOOL CHARACTERISTICS**

<table>
<thead>
<tr>
<th>Height</th>
<th>Width</th>
<th>Length</th>
<th>Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>390 mm</td>
<td>110 mm</td>
<td>350 mm</td>
<td>3.75 kg</td>
</tr>
<tr>
<td>15.35 inch</td>
<td>4.33 inch</td>
<td>13.78 inch</td>
<td>8.26 lbs</td>
</tr>
</tbody>
</table>

- **Shot limit**: 1000 Shots / Hour
- **Speed**: 2-3 Shots / Second
- **Gas type**: Liquid petroleum gas
- **Operating temperature**: -7 / 49° C | 19 / 120° F

**ACTUATION & LOADING**

- **Actuation System**: Full Sequential Actuation
- **Loading**: Rear Loading

**BATTERY**

- **Input Charge**: 220-240 VAC 50 Hz
- **Charge Time**: 2 hours
- **Capacity**: 1650 MaH
- **Voltage**: 6 VDC
- **Shots/ Battery**: max. 5200
- **Shots/ Fuel Cell**: max. 1200

For more product details or to place an order, contact Fasco America - exclusive North American Master Distributor for the BECK Fastener Group, including FASCO brand products.